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 POLYVINYL ALCOHOL 088-20 
 
 
 

PRODUCT SPECIFICATION 
PVA 088-20 
CAS 9002-89-5 
20 kg/bag 
 
 

PARAMETER UNIT LIMITS 

Hydrolysis % 88±1 

Viscosity  mPa·s 22-28 

Volatiles % ≤5 

Ash  % ≤0.5 

pH  5-7 
 

 

1. Hydrolysis is reported on a dry basis. 
2. Viscosity is reported in Centipoise of a 4 % aqueous solution at 20 °C. 
3. pH is measured in 4% aqueous solution at 20 °C. 
Packing: 20 kg net bags 
 
DESCRIPTION 
PVA 088-20 is a partially hydrolyzed PVA material with a white granular appearance. 
It is stable in most organic solvents, and is resistant to vegetable and animal oils and greases. 
 

APPLICATION 

The excellent performance properties and quality of PVA 088-20 is utilized in several market applications, such as 
paper coatings, adhesives, textiles, and fibers. 
Add the product to water at ambient temperature. Agitate and inject steam, raising the temperature to 80 – 85 °C. A 
complete solution is obtained in about 30 – 60 minutes. 
Always maintain agitation. At ambient temperature, the material is not attacked by organic solvents or vegetable and 
animal oils and greases. The material softens and swells when subjected to strong or weak acid or alkali conditions. 
 
RISK & SAFETY PHRASES AND HAZARD SYMBOLS 
Check the Material Safety Data Sheet. 

 
STORAGE 
Avoid temperatures below 5 ºC and above 30ºC. Do not expose directly to the sun. 
Stable indefinitely with no risk of molding or deterioration when protected from moisture. 
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